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LED Emergency Light Kit

LEDR XTIl

Features:

- Intelligent automatic recharging function
- Automatic output current adjustment

- Constant current mode

- Wide range LED voltage 6-60V

- 3 hour emergency operation

- LED charge status display ®
- Over discharge protection "'\
. £y
- Test button for self-test function
- Bulit-in or independent compact design
- Suitable for LED luminaire with detached driver
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Parameters:
Technical Data EMLED3/120 = EMLED3/120 = EMLED3/120/l = EMLED3/120/1 Unswitch Switch
BARBH LN LT
' 3000 4500 3000 4500
Rated supply voltage I\l E 220-240V~ 220-240V~ 220-240V~ 220-240V~
Frequency 24z 50/60Hz 50/60Hz 50/60Hz 50/60Hz
Input current EAET 40mA 40mA 40mA 40mA L I+
N | PRI LED Driver SECH»
Input power & \J)% 4w 4w 4w 4w [©)
Power factor 52 F % 050C 050C 050C 050C
Charge current 758627 200mA 200mA 200mA 200mA Test Button : J
Recharge hours 75536775 20h 2%h 20h 24h [tm]]{ = [ iep Lomp
EM LED current LED T/5e7; 40-20mA 60-30mA 40-20mA 60-30mA By
Lout| Emergency Light Kit |+ |ED Indicator
EM LED voltage fie/% 60-120V 60-120V 60-120V 60-120V sl
EM LED power LED /£l 24W 36w 24w 36w B Battery
N
Ambient temperature ta AEEE -25..460°C -25..+60°C -25.450°C -25.450°C
Max. casing temperature tc AYNTEE 70C 70C 70C 70C
Battery type 517 Ni-cd 36V 3.0Ah! Ni-cd 36V 45Ah | Ni-cd 3.6V 3.0Ah  Ni-cd 36V 45Ah
Dimensions LxWxH < 160x38x28mm | 160x38x28mm | 200x42x28mm : 200x42x28mm
Fixing centre D 2225510 150mm 150mm 190mm 190mm
. Status Indication LED
Optlon Mounting hole 8.5mm dia
Duration and battery type ) g '
O —
e | | ity o |
" Ni-Cd 3.6V 3000mAh NCd 3.6 3000mAn
98mm 250mm [ ',Sl’[",“ 7777777777777777 w,?s,off‘[“, . TESt BUtton
: i : == Mounting hole 7.0mm dia
33mm | 33mm 3 i -
j [ =
Ni-Cd 3.6V 4500mAh T Ni-Cd 3.6V 4500mAh L 400mm
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LED Emergency Light Kit




